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Housing:JST GHR-07V-S

DATE

DESCRIPTION

20240419

CANCEL POTTED ID, INSULATION CLASS B WAS F

20240617

UPDATED_ROTOR_HEIGHT 20.5_WAS_20
UPDATE _ROTOR_AND_STATOR WEIGHT

20240808

ADD_LEAD _WIRES ILLUSTRATION, ADD KT

ol

Blis
SMO7B-GHS-TB
N—7H

=TSN

IS

AN

®

N
AN

N

Heat shrink tube
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REDUCTION RATIO

DIELECTRICAL STRENGTH

500V 1s ImA

POLE PAIRS

10 INSULATION RESISTANCE

100MOhm 20C

RATED CURRENT

5. 35 (REF MOUNTING TYPE

IM B5 VI V3

RATED SPEED

3750 DUTY TYPE

RATED TORQUE

0. 55 COOLING TYPE

1C410

RATED POWER

216 PROTECTION GRADE

1P00

RATED VOLTAGE

48 INSULATION CLASS N

F

Contact:JST SSHL-002T-PO. 2

NTC Lead wires

PEAK TORQUE1

1.65 WEIGHT OF STATOR [/ mv

172¢g

UL1061
26AWG

NTC2

TORQUE CONSTANT

0. 125 WEIGHT OF ROTOR mmv

“Tlg

NTC1

NO LOAD SPEED

4350 ROTOR INERTIA mmv

~358g. cm®

CUSTOMER Motor Lead wires

Hall Lead wires

PHASE U

UL1332
PHASE V
20AWG

PHASE W

UL1061

26AWG

+5 VDC

HALL U

HALL V

DATE 20240310
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HALL W

0 - 10 +1.5°

10 - 50 +1°

SIZE

GND

50 - 120 +0.5°

A4

70ZWC20X-1

120 - 400 +0.25°
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